
• Capable of providing 

up to 198 points to 

satisfy smaller 

installation needs 

• Connect up to 17 

panels on one site with 

convenient single-

point access using the 

SK-NIC Network 

Interface Card. 

Connected panels can 

have mixed compatible 

FACP models 

• Convenient 

field-upgradeable

•

 

• 6860 annunciator with 

a 4 x 40 large display

•

• Built-in USB interface 

for convenient and 

quick programming 

• Programmable date 

setting for automatic 

and convenient

Daylight Saving Time 

changes

•

 

• 125 software zones 

and 125 output 

groups for fl exible 

design options

6808
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• General Alarm (Red)

• Supervisory (Yellow):

• System Troubles (Yellow)

• System Silenced (Yellow)

• System Power (Green): 

USER INTERFACE
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• UL

• CSFM

• FDNY

• FM

SIGNAL LINE CIRCUIT (SLC)

INDICATOR LIGHTS

PROGRAMMING

SOFTWARE TOOLS

SKST:

HFSS:

ADDITIONAL INFORMATION

ORDERING INFORMATION

COMPATIBLE ANNUNCIATORS

6860: e fi

5860: e fi

6855: e fi

5865-3 or 5865-4:

5880:

m fl

6808 COMPATIBLE DEVICES AND 
ACCESSORIES

 

www.silentknight.com

Important:



DEVICES
SK-ACCLIMATE: Multi criteria 
photoelectric smoke detector with thermal 
135°F fixed temper ture

SK-BEAM: Reflected beam smoke detector 
without test feature

SK-BEAM-T: Reflected beam smoke 
detector with test feature 

SK-CONTROL: Supervised control module

SK-CONTROL-6: Six circuit supervised 

control module

SK-DUCT: Photoelectric duct smoke 
detector with extended air speed range

SK-FIRE-CO: Four criteria fire and carbon 
monoxide detector

SK-HEAT: Fixed thermal detector (135°F)

SK-HEAT-ROR: Fixed rate of rise detector 
(135°F)

SK-HEAT-HT: Fixed high temperature 
thermal detector (190°F)

SK-ISO: Fault isolator module

SK-MINIMON: Mini monitor module

SK-MONITOR: Monitor module

SK-MONITOR-2: Dual input monitor 
module

SK-MON-10: 10 input monitor module

SK-PHOTO: Photoelectric smoke detector

SK-PHOTO-T: Photoelectric smoke detector 
with thermal (135°F fixed temper ture)

SK-PHOTOR: Photoelectric detector with 
remote test capability

SK-PULL-SA: Addressable single action 
pull station

SK-PULL-DA: Addressable dual action pull 
station

SK-RELAY: Addressable relay module

SK-RELAY-6: Addressable Six relay control 
module

SK-RELAYMON-2: Addressable Dual 
relay/monitor module

SK-ZONE: Addressable zone interface 
module

SK-ZONE-6: Six zone interface module

B224BI:  Isolator base

SD COMPATIBLE ADDRESSABLE 
DEVICES
SD505-6AB: Addressable 6" base

SD505-6IB: Addressable 6" short circuit 

isolator base

SD505-6RB: Addressable 6" relay base

SD505-6SB: Addressable  6" sounder base

SD500-AIM: Addressable input module 

(switch input)

SD500-ANM: Addressable notification 
module

SD500-ARM: Addressable relay module

SD505-DTS-K: Remote test switch and 

LED indicator for the SD505-DUCTR

SD505-DUCT: Addressable Duct Smoke 
Detector.

SD505-DUCTR: Addressable Duct 
Detector housing with relay base.

SD505-HEAT: Absolute temperature heat 
detector. Trip point range from 
135°F–150°F (0°C–37°C).

SD500-LIM: Addressable Line isolator 
module

SD500-MIM: Addressable Mini input 
monitor module (switch input)

SD505-PHOTO: Photoelectric smoke 
detector

SD500-PS/-PSDA: Addressable Single or 
dual action pull station

SD500-SDM: Addressable smoke detector 
module

AUDIBLE/VISIBLE DEVICES
These AV devices are all 2-wire. Color: “R” 

indicates red; “W” denotes white. For a 

complete listing of Silent Knight AV devices 

go to .

CHSRL/CHSWL: Wall chime/strobe

CHSCRL/CHSCWL: Ceiling chime/strobe

CHRL/CHWL: Wall chime

HRL/HWL: Wall horn

P2RL/P2WL: Wall horn/strobe

PC2RL/PC2WL: Ceiling horn/strobe

SRL/SWL: Wall strobe

SCRL/SCWL: Ceiling strobe

SPSCRL/SPSCWL: Ceiling speaker/strobe

SPSRL/SPSWL: Wall speaker/strobe

SPRL/SPWL: Wall speaker 

SPCRL/SPCWL: Ceiling speaker

SWIFT WIRELESS DEVICES
SWIFT is only compatible with System 
Sensor (SK) devices. It is not compatible 
with Hochiki (SD) devices.

WSK-PHOTO-T:

WSK-HEAT:

WSK-HEAT-ROR:

WSK-MONITOR:

WSK-RELAY:

W-USB:

SBUS ACCESSORIES
5496:

5883:

5824:

5895XL:

5815RMK:

COMMUNICATION OPTIONS
CELL-CAB-SK:

CELL-MOD:

IPGSM-4G:

SK-IP-2:

MISC. ACCESSORIES
SK-NIC:

SK-NIC-KIT:

SK-FML:

SK-FSL:

RBB:
o  fi

SK-SCK:
e fi



PHYSICAL
Overall Dimensions:

Shipping Weight:

Color:

ENVIRONMENTAL
Operating Temperature:

Humidity:

ELECTRICAL
6808 Primary AC:

Standby Current:

Alarm Current:

Battery Charging Capacity:

Battery Size:

Honeywell Silent Knight 

NOTIFICATION APPLIANCE CIRCUITS (NACs)
Four programmable circuits which can be 
programmed individually as:

NACs:

Auxiliary Power Circuits:

fi

WIRING:


