
• Capable of providing 

up to 1110 points for 

enhanced design 

flexibility. Additional

Signal Line Circuits 

can be added until 

maximum point levels 

are reached

• Built-in USB interface 

for convenient and 

quick programming

• Connect up to 17 

panels on one site with 

convenient single-

point access using the 

SK-NIC Network

Interface Card. 

Connected panels can 

have mixed compatible 

FACP models

• Convenient 

field-upgradeable

•

• 6860 annunciator with 

a 4 x 40 large display

•

• Programmable date 

setting for automatic 

and convenient

Daylight Saving Time 

changes

•

 

• Flexput  circuits can 

be individually 

programmed to 

function as 

notification circuits,

auxiliary power 

outputs, or initiating 

circuits that support 

both 2- and 4-wire 

smoke detectors

6820

fi

fi

fi

fi



• General Alarm (Red)

• Supervisory (Yellow):

• System Troubles (Yellow)

• System Silenced (Yellow)

• System Power (Green): 

USER INTERFACE

PROGRAMMING

SOFTWARE TOOLS

SKST:

HFSS:

ADDITIONAL INFORMATION

• UL

• CSFM

• FDNY

• FM

ORDERING INFORMATION

COMPATIBLE ANNUNCIATORS

6860:

5860:

6855:

5865-3 or 5865-4:

5880:

SIGNAL LINE CIRCUIT (SLC)

INDICATOR LIGHTS

AGENCY LISTINGS AND APPROVALS

NFPA 13, NFPA 15, NFPA 16, NFPA 70, 

NFPA 72:

6820 COMPATIBLE DEVICES AND 
ACCESSORIES
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DEVICES
SK-ACCLIMATE:

SK-BEAM:

SK-BEAM-T:

SK-CONTROL:

SK-CONTROL-6:

SK-DUCT:

SK-FIRE-CO:

SK-HEAT:

SK-HEAT-ROR:

SK-HEAT-HT:

SK-ISO:

SK-MINIMON:

SK-MONITOR:

SK-MONITOR-2:

SK-MON-10:

SK-PHOTO:

SK-PHOTO-T:

SK-PHOTOR:

SK-PULL-SA:

SK-PULL-DA:

SK-RELAY:

SK-RELAY-6:

SK-RELAYMON-2:

SK-ZONE:

SK-ZONE-6:

B210LP:

B501:

B200S:

B224RB:

B224BI:

SD COMPATIBLE ADDRESSABLE 
DEVICES
SD505-6AB:

SD505-6IB:

SD505-6RB:

SD505-6SB:

SD500-AIM:

SD500-ANM:

SD500-ARM:

SD505-DTS-K:

SD505-DUCT:

SD505-DUCTR:

SD505-HEAT:

SD500-LIM:

SD500-MIM:

SD505-PHOTO:

SD500-PS/-PSDA:

SD500-SDM:

AUDIBLE/VISIBLE DEVICES

CHSRL/CHSWL:

CHSCRL/CHSCWL:

CHRL/CHWL:

HRL/HWL:

P2RL/P2WL:

PC2RL/PC2WL:

SRL/SWL:

SCRL/SCWL:

SPSCRL/SPSCWL:

SPSRL/SPSWL:

SPRL/SPWL:

SPCRL/SPCWL:

SWIFT WIRELESS DEVICES
SWIFT is only compatible with 
System Sensor (SK) devices. It is not 
compatible with Hochiki (SD) devices

WSK-WGI:

WSK-PHOTO:

WSK-PHOTO-T:

F  fi

WSK-HEAT: F  fi

WSK-HEAT-ROR:

F  fi

WSK-MONITOR:

WSK-RELAY:

W-USB:

SBUS ACCESSORIES
6815:

5815XL:

5496: fi
fi

5883:

5824:

5895XL:

5815RMK:

COMMUNICATION OPTIONS
CELL-CAB-SK:

CELL-MOD:

IPGSM-4G: h fi

SK-IP-2:

MISC. ACCESSORIES
SK-NIC:

SK-NIC-KIT:

SK-FML:

SK-FSL:

RBB:
o fi

SK-SCK:
e fi



PHYSICAL
Overall Dimensions:

Shipping Weight:

Color:

ENVIRONMENTAL
Operating Temperature:

Humidity:

ELECTRICAL
6820 Primary AC:

Standby Current:

Alarm Current:

Battery Charging Capacity:

Battery Size:

FLEXPUT CIRCUITS
Six programmable circuits which can be 
programmed individually as:

Notification Appliance Circuits:

Auxiliary power circuits:

Initiating Circuits (Circuits 5 and 6 Only):

fi

WIRING:

Honeywell Silent Knight 


