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FWC-FSLC-SMK, FWC-FSLC-SMKALG,  
FWC-FSLC-HEAT, FWC-FSLC-SMK6B  

& FWC-FSLC-SMK4B 
DATA SHEET 

ORDERING INFORMATION 
    FWC-FSLC-SMK:  Addressable SLC Photoelectric 

Smoke Detector 
    FWC-FSLC-SMKALG:  Replacement head for the FWC-

FSLC-DUCT Photoelectric Analog Duct Detector (see 
WI1711).   

    FWC-FSLC-HEAT:  Addressable SLC Heat Detector 
135°F 

    FWC-FSLC-SMK6B:  6" Analog Smoke Detector (base 
only).   

    FWC-FSLC-SMK4B:  FWC-FSLC-SMK6B - 6" Analog 
Smoke Detector (base only).   

    Note:  These sensors are compatible exclusively with fire 
alarm control panels that utilize Napco's protocol, DCP. 

    For installation instructions, see WI1709. 
 

 
AGENCY LISTINGS 

UL268:  Smoke Detectors for Fire Alarm Signaling Sys-
tems (FWC-FSLC-SMK, FWC-FSLC-SMK6B & FWC-
FSLC-SMK4B)  

UL268A:  Smoke Detectors for Duct Application (FWC-
FSLC-SMKALG replacement head for the FWC-FSLC-
DUCT)  

UL521:  Heat Detectors for Fire Protective Signaling Sys-
tems (FWC-FSLC-HEAT) 

NFPA 72 National Fire Alarm Code 
CSFM:  California State Fire Marshall (Pending) 
FM Approval:  (Pending) 
NYCFD:  NYC Fire Department (Pending) 


