
SPECIFICATIONS

Application Most quarter turn ball valves. Pipes from 1/2 - 1 1/4 inches

Communication Z-Wave Plus 700 Series

Power Supply AC-DC AC (110V 60Hz / 220V 50Hz), DC (12V/1A) - Barrel jack

Force Adaptive torque up to 8 N⋅m

Ingress Protection Waterproof and Dustproof IP 66

Operating Temperature 14˚F to 112˚F

Operating Distance Up to 130ft (indoors) and 450ft (outdoors)

Weight 603g

Size 14.8 x 9.6 x 13.3mm

S-Line Flood Kit Part # IQWV908-SL - (1) IQ Water Valve QZ2160-840, (3) Flood QS5536-840

PowerG Flood Kit Part # IQWV908-Kit-PG - (1) IQ Water Valve QZ2160-840, (2) Flood PG9985

No plumber needed 
Seriously, you don’t need a plumber!

Automatic water valve shutoff for your home or business

PowerG Flood Kit: IQWV908-KIT-PG       S-Line Flood Kit: IQWV908-SL

Flexible
Retrofit exsisting quarter turn ball valves.

Indoor or outdoor use 
Avoid direct sunlight.

Leak = Water Turned Off
Peace of mind from water leak damage.

Incredibly easy to install 
No tools needed.

Powerful
Adaptive torque output with a max of 8 n.m.

IQ Water Valve

qolsys.com/qz2160840

For more info visit:


