
SPECIFICATIONS
Wireless Band Dual IEEE 802.11 b/g/n 2.4GHz IEEE 802.11 a/n/ac 5GHz- AC1200

Ethernet 1x LAN / 1x WAN Gigabit Ethernet Ports

Security WPA2 encryption

Expandable Mesh Add up to 8 nodes (1 controller & 7 agents).

DHCP Server, Client

Protocols IPv4 and IPv6

Guest Network 2.4GHz/5GHz

WPS Physical button is on the side of the device

Power Supply AC-DC AC (110V 60Hz / 240V 50Hz), 12 DC (12V/1A) - Barrel jack

Operating Temperature 32˚F to 104˚F (0°C - 40°C)

Operating Distance Up to 1,500 square feet per point

Weight 172g

Size 150mm x 89mm x 57mm

Part Number QW8200-840

Mesh 
Use more that one IQ WIFI to expand and 
provide great coverage.

Better Wi-Fi. Better control.

IQ WIFI: QW8200-840

Easy to Setup
Setup and Manage with IQ Panel.

Dual Band
2.4 GHz and 5 GHz.

Expand
Add up to 8 nodes (1 controller & 7 agents).

Flexable 
Expand current Wi-Fi network  
or create a parallel network.

Automatic Optimization
Automatic Handoff & Self Healing.

IQ WIFI

qolsys.com/qw8200840

For more info visit:


